
MACHINERY AND ACCESSORIES

METAL WORKING

ISSUE: 12



Post: Warren Machine Tools
Warco House
Fisher Lane
Chiddingfold
Surrey
GU8 4TD

Or visit the showroom
Monday to Friday 
at the above address 

Use our Freepost (no stamp required) address: Warren Machine Tools,
Freepost, Godalming, Surrey GU8 4BR. FREEPOST for UK use only.
Please note that this is a dedicated post code for Freepost use only.
Freepost usually takes up to three days.

Warco specialist transport

We operate tail lift and crane mounted vehicles
for domestic, industrial, school and college
installations. Our experienced staff, including
an engineer if necessary will place machines
in their final location. If this service is required
please ask for our questionnaire, on completion
of which we will be pleased to submit a quotation. 

Showroom

You are welcome to visit our extensive showroom. An appointment is not necessary. Technical help is on hand to
answer your questions. Opening times are 08.30 to 17.00 Monday to Friday.

We are closed on Bank Holidays. During exhibitions we take showroom machines to the venue. If you are 
considering a visit to the showroom close to or during an exhibition please telephone to confirm when the
machines will be returned.

Spare parts
Phone 01428 682929 Ext. 212    e-mail spares@warco.co.uk
Please have the machine model number and part number reference available.

Delivery enquiries for goods on order
Phone 01428 682929 Ext. 202    e-mail despatch@warco.co.uk.

Payment
We require payment in full prior to despatch. Payment is not required until the goods are available for despatch
except for bespoke machines, for instance, machines fitted with digital readout equipment, in which case payment
will be required before the work is undertaken in our workshops.

Account facilities
Education and government establishments have open account facilities for settlement in 30 days from delivery date.

Export
We export worldwide by seafreight or airfreight. Quotations are available based on FOB or C+F.
EU deliveries are made by road transport. UK VAT applies to EU customers unless they are VAT
registered. All other destinations are free of UK VAT.

Serious about woodworking?  
Ask for our brochure.

Call: 01428 682929
Ext. Sales: 206 or 211

Spares: 212
Despatch: 202
Accounts 204
Technical 209
Operator 201

Click: www.warco.co.uk
Fax: 01428 685870
e-mail: warco@warco.co.uk

Most orders are despatched from stock for
immediate delivery

We hold over £50,000 in spares stock
Spares are held to support our obligation to customers who have purchased their

machine from Warco.  We only supply spare parts for a genuine Warco machine.

Monday to Friday  8.30 to 17.00

• Quick search facility • Easy to navigate
• Secure and Fast

For full Terms and conditions please see the website

www.warco.co.uk
Buy online now!
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DRILLING MACHINES

Floor
Mounting

Mortice
attachment

2B12

MODEL

8020

8021

8022

8023

8024

8015

MORTICE
CHISEL
1

/4"

3
/8"

1
/2"

5
/8"

10mm

12mm 

Low cost and
effective, this ingenious
attachment will save you
hours of time.

Item No. 8035

2F

For education use we strongly
recommend foot stop switches.
We will be pleased to quote.

Bench Mounting 

Note: The general dimensions on this page may be subject to minor variations and should be used for guidance only. Chuck guards removed for clarity. Each drilling machine is supplied with a chuck guard.

SAFETY COMES FIRST
• Ingenious British patented system 

• Essential for safe drilling
operations, especially
in a classroom environment

• Valuable time is saved in setting 
up a conventional    
drill vice to the drill table

• Students can easily and safely 
make the required vice
setting. Tools are not necessary

• Positioning the vice is achieved 
simply by releasing a spring 
loaded locking handle

• Locking the same handle ensures 
that the vice is securely clamped 
ready for use.  When the vice is
not required the De-Vice can be 
rotated around the column of the 
drill to leave a clear working
surface

• Max column diameter 85mm

• Not suitable for DT25

Work Holding System

Item No.9418

ITEM NO.

Spindle taper
Chuck capacity
Spindle travel
Drill capacity
Throat depth
Distance spindle to table
Distance spindle to base
Diameter of column
Table size
Base size
Height
No. of speeds
Speed range
Motor power
Motor 1 phase
Weight

1014 

2MT
16mm
82mm
19mm
216mm
480mm
680mm
80mm
288x288mm
285x496mm
1055mm
16
200/2800rpm
550w
750w 
70kg

1015 

2MT
16mm
82mm
19mm
216mm
710mm
1230mm
80mm
288x288mm
300x500mm
1630mm
16
200/2800rpm
550w
750w 
80kg



Two quality drilling machines
Ideal for classroom use

DRILLING MACHINES

5252

DT 16

2MT

16mm

100mm

19mm

190mm

332mm

556mm

70mm

265x265mm

250x300mm

45 0 45° 

1037x400x670mm

750w

(5)320/2700rpm

138kg

4237

DT 25

3MT

16mm

130mm

30mm

230mm

680mm

965mm

102mm

450x410mm

680x420mm

N/A

1680x370x660mm

1125w

(8) 230/2160rpm

210kg

Item No. 5252

• Traditional robust cast iron construction

• Precision keyless chuck

• Unique, safe head elevation

• For education use we strongly recommend

foot stop switches. We will be pleased to quote

• Supplied with telescopic aluminium    

Silvaflame UK chuck guard

DT 16 Bench Drill

Item No. 4237

• Power feed to quill

• Supplied with aluminium telescopic

Silvaflame UK chuck guard

• Precision keyless chuck

DT 25 Floor Standing Drill

2 Litre
Item No. 8885A

4 Litre
Item No. 8885

Cutting o il

• Neatcut

• A high performance neat cutting oil

• Laboratory formulated and tested to 

provide advanced performance

• Clean, stain resistant application

• Due to the risk of damage by carrier, we

can only deliver Neacut with a machine

ITEM NO.

MODEL

Spindle taper

Chuck capacity

Spindle travel

Drill capacity

Throat depth

Distance spindle to table

Distance spindle to base

Diameter of column

Table size

Base size

Table tilt

Overall dimensions HxWxD

Motor 1 phase

Number of speeds/range

Weight

1037mm

For education use we strongly recommend foot stop switches.
We will be pleased to quote.

1680mm

4 tel: 01428 682929  www.warco.co.uk
Note: The general dimensions on this page may be subject to minor variations and should be used for guidance only.
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DRILLING MACHINES

Note: The general dimensions on this page may be subject to minor variations and should be used for guidance only. 

WDM35 Drilling Machine
Powerful industrial machine

• 4MT hardened spindle
• Powered spindle feed with   

depth setting and auto return
• Exceptionally quiet gear box
• Head rotates 360˚ in vertical plane
• Coolant system

Item No. 1013

Max. drilling capacity
Spindle stroke
Spindle taper
Step of spindle speeds
Range of spindle speeds
Step of spindle feeds
Range of spindle feeds
Max. distance spindle to column
Max. distance spindle to table
Max. distance spindle to base
Table travel
Table tilt
Table size
Base size
Column diameter
T-slot width
Motor
Dimensions                 LxWxH
Weight

35mm
200mm
MT4
12
70-2600rpm
3
0.1, 0.2, 0.3 mm/r
400mm
560mm
1112mm
520mm
±45°
600x440mm
300x770mm
140mm
14mm
2.2kw
965x510x2210mm
550kg

SPECIFICATION

4 Litre
Item No. 8130

Headstock
lubricant

4 Litre
Item No. 8885

Cutting oil
• Neatcut 
• A high performance neat cutting oil
• Laboratory formulated and tested to

provide advanced performance
• Clean, stain resistant application

WDM30V Variable Speed Pillar Drill

• Inverter drive - operates from 240v supply
• Extremely quiet
• Back gear allows maximum torque in the low range
• Heavy duty spindle supported on taper roller bearings
• Halogen low voltage lighting
• Interlock chuck guard
• Digital Imp./Met. depth gauge
• Adjustable depth stop
• Tool release mechanism
• Table rotates 180° in horizontal plain
• Table tilts + 45°
• Coolant system
• Safe low voltage electrical system
• Easy to use controls with emergency stop switch

Item No. 1029

Max. drilling capacity
Spindle stroke
Spindle taper
Range of spindle speeds
Max. distance spindle to column
Max. distance spindle to table
Max. distance spindle to base
Table tilting left and right
Table size
Base size
Column diameter
T-slot width
Motor
Coolant pump motor
Dimensions                 LxWxH
Weight

32mm
115mm
MT3
55-2300rpm
290mm
790mm
1300mm
±45°
420x420mm
380x350mm
120mm
14mm
1.1kw
80w
910x610x2100mm
320kg

SPECIFICATION
ITEM NO. 1029  WDM30V

2210mm

2100mm



• 4MT hardened spindle

• Powered spindle feed with depth setting and auto return

• Exceptionally quiet gear box

• Head rotates 360˚ in vertical plane

• Head tilts 45-0-45˚

• Coolant system

• Interlock chuck guard

40BSF Drilling Machine

Item No. 1023 3 phase

Item No. 1023A 1 phase

DRILLING MACHINES

SPECIFICATION

Max. drilling capacity 30mm
Taper 4MT
Spindle stroke 120mm
Range of spindle speeds 75-1600rpm (6)
Range of spindle feeds 0.1, 0.2, 0.3 mm/r
Table size 540 x 470mm
Base size 650 x 450mm
T-Slot width 14mm
Head travel 200mm
Table travel 620mm
Max. distance spindle to table 715mm
Throat 270mm
Max. distance spindle to base 1180mm
Headstock tilt left right +90˚
Diameter of column 115mm
Motor 1.1kw
Dimensions HxWxD 2000x540x650mm
Net weight 300kg

tel: 01428 682929  www.warco.co.uk6

4 Litre
Item No. 8130

4 Litre
Item No. 8885

Headstock
lubricant

Cutting oil
• Neatcut 
• A high performance neat cutting oil
• Laboratory formulated and tested to

provide advanced performance
• Clean, stain resistant application

2000mm

• Based on our long established 40 BSF drilling machine
• Fitted with compound table for milling operations
• 3MT hardened spindle
• Exceptionally quiet gear box
• Head and table rotate 360˚ in vertical plane
• Head tilts 45-0-45˚
• Interlocked chuck guard

50BSF Milling and Drilling Machine

Item No. 1023MSV2

SPECIFICATION

Max. drilling capacity 30mm
Taper 3MT
Spindle stroke 120mm
Range of spindle speeds 75-1600rpm (6)
Table size 600 x 190mm
Table travel XY 370mm 190mm
Base size 650 x 450mm
T-Slot width 14.5mm
Head travel 200mm
Table travel 620mm
Max. distance spindle to table 720mm
Throat 270mm
Max. distance spindle to base 1180mm
Headstock tilt left right +45˚
Diameter of column 115mm
Motor 1.1kw
Power supply 440v 3 phase
Dimensions HxWxD 2000x1000x940mm
Net weight 340kg

Note: The general dimensions on this page may be subject to minor variations and should be used for guidance only. Chuck guards removed for clarity.
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2000mm

Note: The general dimensions on this page may be subject to minor variations and should be used for guidance only. Chuck guards removed for clarity.

Item No. 9086 3MT

ER-25 collet chuck set

Set includes collets
4-3/6-5/8-7/10-9/12-11/16-15
Accommodates standard met/imp
cutters up to 16mm 5⁄8” shank.

• Each supplied with 4 collets
• Imperial 1⁄4”, 3⁄8”,1⁄2”, 5⁄8”
• Metric 6mm, 10mm, 12mm,16mm 
• To hold threaded shank end mills

3MT Imperial
Item No. 8069

3MT Metric
Item No. 8142

Item No. 8201 1⁄4”
Item No. 8202 3⁄8”
Item No. 8203 1⁄2”
Item No. 8204 5⁄8”

Item No. 8205 6mm
Item No. 8206 10mm
Item No. 8207 12mm
Item No. 8208 16mm

Collet chuck set

Additional
individual collets.
Collet o/d is
constant between
met/imp, making full
interchange possible.

ER-32 collet chuck set
8067

MT3
3-20mm
18

ITEM NO.
SPECIFICATION
Taper
Set range
Set pcs

Item No. 4343 3mm
Item No. 4344 5mm
Item No. 4339 6mm
Item No. 4345 8mm
Item No. 4340 10mm
Item No. 4346 11mm
Item No. 4341 12mm
Item No. 4347 13mm
Item No. 4348 14mm
Item No. 4342 16mm
Item No. 4349 17mm
Item No. 4350 18mm

Item No. 4351 1⁄8”
Item No. 4352 3⁄16”
Item No. 4335 1⁄4”
Item No. 4353 5⁄16”
Item No. 4336 3⁄8”
Item No. 4355 7⁄16”
Item No. 4337 1⁄2”
Item No. 4356 9⁄16”
Item No. 4338 5⁄8”
Item No. 4357 11⁄16”
Item No. 4358 3⁄4”

3MT
Tapped 3⁄8” Whitworth for drawbar

Direct collets

• Takes only minutes to fit to your machine
• Infinitely variable feed rate
• Overload cut out/reset control
• Left or right directional feed
• Adjustable limit switches to

control feed travel
• Rapid approach/return control

Optional power feed

Item No. 3205
W4 12mm stud
Item No. 8013

Clamping kit
52-piece kit includes
24 x studs
6 x ‘T’ nuts
4 x coupling nuts
6 x steel step
6 x flanged nuts
6 x step blocks

Complete with
steel rack for
mounting on
machine, wall
or free-standing

• Threaded shank
1⁄8” 5⁄32” 3⁄16” 1⁄4” 5⁄16”
3⁄8” 1⁄2” 9⁄16” 5⁄8”

• Threaded shank
3 4 5 6 8 10 12 14 16mm

Item No. 8209

Item No. 8210

End mill set

End mill sets HSS/cobalt

3⁄16” 1⁄4” 5⁄16” 3⁄8” 
1⁄2” 5⁄8” 

1⁄8” 3⁄16” 1⁄4” 5⁄16” 3⁄8” 

Imperial 6 piece
Item No. 5465

Imperial 5 piece
Item No. 5466

Metric 6 piece
Item No. 9353

5 6 8 10 12 16mm

Metric 5 piece
Item No. 9354
3 5 6 8 10mm
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• Hydraulic feed - fully controllable
• Coolant system
• Four blade speeds
• Mitre vice
• Worm gear drive - hardened and ground gears

SPECIFICATION
Cutting capacity 178mm
Cutting capacity 178 x 305mm
4 Blade speeds  70/110/150/240 fpm 
Motor   240v/750w
Blade size 2360 x 19mm
DIMENSIONS 
Length 1257mm
Width 444mm
Weight 185kg

SAWS

712B Bandsaw
Ideal for the educational prep room • Very high build quality

• Supplied with stand and coolant system
• Available single or three phase
• Quick acting vice
• Adjustable material stop
• Material support/feed roller
• 45° mitre, left or right
• Pull down handle with built in switch
• Safe, retractable guard

CS-250 Cold saw

Item No. 8519-10tpi
Replacement Blades

Item No. 8520-14tpi

Item No. 8521-18tpi

Item No. 6003
2 Litre

Item No. 8885A

Item No. 6008 3 phase
Item No. 6008A 1 phase

Replacement blade
Item No. 9132

4 Litre
Item No. 8885

Cutting oil
• Neatcut
• A high performance neat cutting oil
• Laboratory formulated and tested to 

provide advanced performance
• Clean, stain resistant application
• Due to the risk of damage by carrier, we

can only deliver Neacut with a machine

Note: The general dimensions on this page may be subject to minor variations and should be used for guidance only.

SPECIFICATION CS-250
Capacity 90° 30mm

75mm
65x65mm
90x50mm

Capacity 45° 30mm
65mm
55x55mm
60x50mm

Motor 750w 1ph or 3ph 
Spindle speed 1 phase 45 rpm
Spindle speed 3 phase 45/90rpm
Blade 250mm dia. 32mm bore
Maximum vice opening 100mm
Coolant pump 94w
Tank capacity 2 litres
Dimensions LxWxH 960x935x1573mm
Weight 131kg
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SPECIFICATION

Throat depth 355mm

Daylight 230mm

Table size                                     500 x 400mm

Saw blade length 2840mm

Saw blade width 5 – 16mm 

Blade speed                                    20/90 M/min

Blade welder capacity          2.4KVA 3 – 16mm

Motor 750w

DIMENSIONS

LxWxH                                     940 x 560 x 1850mm

Weight 280kg

BANDSAWS

Suitable for industrial or educational use

• Very high build quality

• Robust cast iron table

• Supplied with rigid cast iron fence

• Blade welder incorporating guillotine, grinder

and integrated annealing unit

• Four way tilting table, 15° in each direction

• Interlocks to blade covers

• Supplied with rubber machine mounts

• Halogen low voltage light

• Variable blade speed, easy to set

• Available as single or three phase

• Built in tyre cleaning brush

Vertical Metal Cutting Bandsaw

Item No 6005 3 Phase
Item No 6005A 1 Phase

Bandsaw blades, flexible carbon steel
Item No 6005.5 14 tpi 5mm wide

Item No 6005.12 14 tpi 12mm wide

Item No 6005.16 14 tpi 16mm wide

Air line clears swarf to view cutting line

Blade guillotine, grinder and welder

Variable blade speed

Note: The general dimensions on this page may be subject to minor variations and should be used for guidance only.

1850mm
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GRINDING/POLISHING

Replacement stones for 2019

Item No. Description
8162 6” Fine
8163 6” Medium
8164 6” Coarse
8165 6” Green

Replacement stones for 2012

Item No. Description
8159 8” Fine
8160 8” Medium
8161 8” Coarse
8172 8” Green

Heavy Duty Bench GrindersPolisher

Polisher/Grinder

Optional floor stand

Item No. 2014

6” Heavy Duty Grinder
Item No. 2019

Item No. 9119

ITEM NO. 2019 2012

SPECIFICATION

Wheel size 150 x 25mm 200 x 32mm

Motor 500w 900w

Spindle Dia 32mm 32mm

Speed 2950 rpm 2950 rpm

Weight 16kg 28kg

Not to be confused with the average D.I.Y. grinder.

These are powerful machines fitted with strong tool

rests which do not flex under normal working conditions.

Stand price allows for delivery together with grinder.

If stand is ordered separately please add £30.00

• Eye shields have insert magnification 
for precise work 

• Lock on safety switch

• Extremely smooth running, due to 
large, high quality bearings and
balanced components

• Dust outlets 41mm

8” Heavy Duty Grinder
Item No. 2012

Note: The general dimensions on this page may be subject to minor variations and should be used for guidance only.

Wheel Dresser
• Heavy duty

ITEM NO. 2056 Polisher 2057 Polisher/Grinder

SPECIFICATION

Wheel size 200mm 150 x 20mm

Motor 750w 350w

Spindle Dia 20mm 12.7mm

Speed 2,950 rpm 2,950 rpm

Weight 22.5kg 12.7kg

Item No. 2056

Item No. 2057



Compact, versatile grinder. Suitable for HSS and carbide tools.
Optional tooling will accommodate end mills, twist drills or lathe tools

• Two models R8 or 5C to
accept standard collets

• Supplied to accept either R8 or 5C collets.
Not necessary to buy dedicated collets

• Single phase
• 24 position universal head
• Diamond wheel dresser included

OPTIONAL TOOLING

GRINDERS

Surface Grinder Universal Cutter Grinder

Item No. 2013YZ

Universal Cutter Grinder R8
Item No. 2020R8

Twist drill holder
Item No. 55745C
Item No. 5574R8

End mill holder
Item No. 5575C
Item No. 5575R8

Lathe tool holder
Item No. 5576

Diamond cup wheel
Item No. 5577A

Replacement
silicone wheel
Item No. 9526

Diamond
replacement wheel

Item No. 5577

Universal Cutter Grinder 5C
Item No. 20205C

ITEM NO. 2013YZ
SPECIFICATION
Table surface area 305 x 152mm
Table traverse 320mm
Table cross traverse 170mm 
Grinding wheel size 178 x 31.7 x 12.7mm 
Max. distance from wheel ctr to table 280mm
Min. distance from wheel ctr to table 89mm
Vertical feed per spindle revolution 0.04/0.08/0.14
Spindle speed 3600rpm 
Spindle motor 560w/240v
Floor space 440 x 430mm 
Weight 226kg

ITEM NO. 2020R8/20205C
SPECIFICATION
Collet capacity
R8 20mm
5C 28mm
Maximum grinding diameter 25mm
Taper angle 0° - 180°
Relief angle 0° - 44°
Negative angle 0° - 52°
Spindle speed 5,200 rpm
Cup grinding wheel 100x50x20mm
Motor 250w/240v
Weight 45kg
Dimensions L450 x W400 x H350mm

• Supplied with magnetic chuck
• Fitted with one shot centralised

lubrication to slideways and 
leadscrews

• Diamond wheel dresser supplied
• Single phase electrics
• Complete with cabinet

tel: 01428 682929  www.warco.co.uk12
Note: The general dimensions on this page may be subject to minor variations and should be used for guidance only.



13tel: 01428 682929  www.warco.co.uk
Note: The general dimensions on this page may be subject to minor variations and should be used for guidance only.

Power driven head

Side and face cutter arbor

Drill point grinder

Illustrated with

lathe tool index

head

Item No. 9417 3 phase

Item No. 9417A 1 phase

UNIVERSAL TOOL AND CUTTER GRINDER

Compact, versatile grinder capable
of a wide range of grinding operations.

Flute grinding

Universal tool and cutter grinder
Maximum grinding diameter 220mm
Grinding length 100mm
Table size 530 x 130mm
Longitudinal table traverse 175mm
Cross travel 100mm
Spindle to table distance 120mm
Head rotation in horizontal plane 360°
Motor 180w
Spindle speed 2,800rpm
Dimensions L x W x H 1,300 x 780 x 1,700mm
Weight 250kg



Belt/Disc Sander BDS-130

PART OF THE WARCO WOODWORKING RANGE

BDS-460 Belt and Disc Sander BDS-690 Belt and Disc Sander

Item No. 7041H

Item No. 7055

Item No. 7066

tel: 01428 682929  www.warco.co.uk14
Note: The general dimensions on this page may be subject to minor variations and should be used for guidance only.

Supplied with mitre gauge

• Shown with

sanding belt

in vertical

position

• Horizontal or vertical sanding table
• Calibrated table with mitre gauge to sanding disc
• Table can be used with the sanding belt in a vertical position
• Cast iron body

• Floor standing disc sander - supplied with stand
• Cast iron bed
• Tilting table with mitre gauge
• Table can be used with the

sanding belt in a
vertical position

• Shown with
sanding belt in
vertical position

ITEM NO. 7041H
SPECIFICATION
Motor 250w/240v
Belt size 4 x 36”
Disc size 6”
Table size 255 x 155mm
Table tilt 0 - 45°
Belt table tilt 0 - 90°
Motor speed 2850 rpm
Size 530 x 430 x 290mm
Weight 20kg

ITEM NO. 7042
SPECIFICATION
Motor 560w/240v
Belt size 6 x 48”
Disc size 9”
Table size 310 x 155mm
Table tilt 0 - 45°
Belt table tilt 0 - 90°
Motor speed 2850 rpm
Size 745 x 545 x 1020mm
Weight 56kg

Replacement discs (5)

and belts (5) for 7042

Item No.

8054 60 Grit Belts: Coarse

8055 80 Grit Belts: Medium

8056 120 Grit Belts: Fine

8060 60 Grit Discs: Coarse

8061 80 Grit Discs: Medium

8062 120 Grit Discs: Fine

Item No. 7042

• Belt size 1” x 30”
• Disc size 5”
• Table tilts 45˚
• Belt table 140x140mm
• Disc table 186x100mm
• Speed 3450rpm
• Motor 250w/240v
• Weight 8.40kg

Replacement belts and discs
Pack 9 belts consisting of 3
each 60/80/120 grit

Pack of 3 self adhesive discs
consisting of 1 each
60/80/120 grit

Item No. 7067

• Belt size 1” x 30”
• Table tilts 45˚
• Belt table 140x140mm
• Speed 3450rpm
• Motor 250w/240v
• Weight 8kg

Item No. 7065

Belt Sander BS-130

Dust outlets

Quick

action

tensioner

BELT AND DISC SANDERS

Replacement discs (10)

and belts (5) for 7041H

Item No.

8051 60 Grit Belts: Coarse

8052 80 Grit Belts: Medium

8053 120 Grit Belts: Fine

8057 60 Grit Discs: Coarse

8058 80 Grit Discs: Medium

8059 120 Grit Discs: Fine
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Reduce speeds down to 16rpm. Very smooth power transmission.

SPEED COMPARISON CHART

Available as a kit for customer fitting. Parts  include inverter drive,
switch control panel with stop, start, forward, reverse and jog. 24
volt low voltage transformer, wiring diagram. Fitting time
approximately 1.5 hours

Variable speed machine
chuck speeds
16-192
25-300
40-480
63-756
100-1200
160-1920

Standard Machine
chuck speeds
160
250
400
630
1000
1600

Full torque is maintained

• Ideally suited to
WMT 300/500 range
of combined machines        

• Hardened and ground
surface to close
tolerances

• Supplied with two
standard holders, vee 
holder, parting off holder 
with blade.

WMT 300/500/800 ACCESSORIES

Item No. 4210

Optional accessories

WMT 300/500 stand

Tailstock die holder

Swarf Tray
Available separately for bench mounting

Item No. 3074150mm 4 Jaw independent chuck
supplied with backplate

Item No. 3078
Riser Block 
Dimensions 200x125x125mm
Two tee slots.
Positions work piece
closer to mill spindle

12mm 9 Piece set
Including: Turning, threading
external/internal, parting off,
facing.

• Complete with seven
interchangeable tips

• Supplied with plastic
storage case

Item No. 5406125mm Plain Backplate

Item No. 4956AAdditional standard holder

Item No. 4956BAdaptor stud to fit toolpost to 
WMT300/500 series

Item No. 4957Spare part off blade

Item No. 5413

Item No. 8036

Item No. 307003A

Item No. 8002 3MT

150mm Plain Backplate

Tray/stand price includes delivery when delivered with machine
Please add £45 for stand or tray only delivery

Item No. 3071

3MT Item No. 4273

DIMENSIONS  L x W x H
Tray 1155 x 545mm
Stand 865 x 380 x 790mm 

• Two cupboards

• Deep swarf tray

• Provision to bolt to floor

• Quad head

• Threading capacity 9⁄16"
Item No. 8895

Item No. 8895A Set Tips Item No. 8947

Item No. 8947A Set Tips

12mm 5 pce set

WMT300 Inverter drive

Multi point live centres

Quick change tool post

Live
centre

Indexable lathe tools

Note: The general dimensions on this page may be subject to minor variations and should be used for guidance only.

Item No. 9053

Item No. 4956

Centre drill set

Clamping kit

• 1⁄8 - 3⁄16 - 1⁄4 - 5⁄16 - 7⁄16” 

52 piece kit includes
24 x studs
6 x ‘T’ nuts
4 x coupling nuts
6 x step blocks
6 x flanged nuts
6 x clamps

Complete with
steel rack for
mounting
on machine, wall
or free-standing

Item No. 8005 3MT

It is necessary to change the existing 1 phase
motor to a 3 phase 240 volt which, when
connected to the inverter will operate from a
13 amp plug on a domestic single phase power
supply. The replacement motor is the same
frame size as the original unit and will
therefore fit directly to the existing mounting.

Item No. 8012




















































































































































































































