
DIAL GAUGES AND MAGNETIC STANDS

Accepts 5/16” dial
gauge spindle

Knurled screw to accept
dial gauge rear lug

Switched magnet for flat
or contour mounting

Magnetic stands

• Extended height 200mm
• Dovetail clamp

Item No. 9104

• Extended height 210mm
• Dovetail clamp
• Fine adjustment

Item No. 9152

• Extended height 350mm
• Dovetail clamp
• Fine adjustment

Item No. 9151

• Extended height 350mm
• Fine adjustment

Item No. 8871

• Extended height
370mm

• Dovetail clamp
• Fine adjustment

Item No. 8872

• Extended height 440mm
• Dovetail clamp
• Fine adjustment

Item No. 9148

Dial gauge

Imperial 0-1x.001” 
3/8” Spindle
Item No. 8870

Metric 0-30x0.01mm 
5/16” Spindle
Item No. 8869

Dial test
indicator

• Dovetail for direct positive
fitting to our magnetic stand

• Supplied with dovetail to 
round fitting to suit most
holders

• Dial diameter 32mm

• Dial diameter 60mm
• Clamping lug on rear

Imperial 0-0.03x0-0005” 
Item No. 8867
Metric 0-08x0-01mm
Item No. 8868

50x40mm Item No. 8859
75x50mm Item No. 8860
100x70mm Item No. 8861

DIN 875
• Stainless steel
80x50mm Item No. 7045
100x63mm Item No. 7050A

• Calibrated 1/64” 1/32”

Item No. 7083

DIN 875
• Stainless steel
• Sharp edge for precise accuracy

Knife edge

Adjustable 6”
precision

Flat

• Stainless steel rule
• 150mm/6”
• Aluminium handle
• Incorporating 45˚ angle square
• Built in spirit level

Item No. 9461

General purpose

Wide base
DIN 875
• Stainless steel
• Wide base gives stable support 
for free standing applications

80x50mm Item No. 8862
100x63mm Item No. 8863

• Stainless steel
• Location shoulder

Engineers’ square

SQUARES

100mm Item No. 9054.100
150mm Item No. 9054.150

50mm Item No. 9054.50
75mm Item No. 9054.75
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